
CORDLESS TOOLS - IM
PACT DRIVERS

 Voltage  18V
 Battery Chemistry  Lithium Ion
 Battery Capacity  2.0 Ah
 Max. Torque  205 Nm
 No Load Speed  0-1000/2800/3250 rpm
 Impacts Per Minute  0 - 3800 ipm
 Max. Bolt Diameter  M14
 Tool Holder  6.35 mm (1/4”)
 Weight  1.52 kg
 Length x Height  134 x 245 mm

 ALSO AVAILABLE AS:

 DCF887NT

 18V 6.35MM 3 SPEED IMPACT DRIVER
 DCF887D2

 Voltage 12V
    Battery Chemistry Lithium Ion
    Battery Capacity 2.0 Ah
 No-load speed  0-2850rpm
 Precision Mode  0–950 min-1
 Lo Mode  0–1950 min-1
 Hi Mode  0–2850 min-1
 Impact rate  0–3600 min-1
 Max. torque  163 Nm
 Tool holder 6.35 mm
 Weight  0.8 kg

 12V BRUSHLESS COMPACT IMPACT DRIVER
 DCF801D2

 Voltage  18V
 Battery Chemistry  Lithium Ion
 Battery Capacity  2.0 Ah
 Max. Torque  205 Nm
 No Load Speed  3250 rpm
 Impact Rate  3800 ipm
 Mode Select  3 Speed
 Length  100 mm
 Weight  0.9 kg

 18V 2.0AH BRUSHLESS 3-SPEED IMPACT DRIVER
 DCF850D2

NEW

14


