
 Voltage  18V
 Battery Chemistry  Lithium Ion
 Battery Capacity  3.0Ah
 Max. Torque  190 Nm
 No Load Speed  0-2800 rpm
 Impacts Per Minute  0 - 3200 ipm
 Max. Bolt Dia.  M12
 Tool Holder  6.35 mm (1/4”)
 Weight  1.25 kg
 Length x Height  130 x 236 mm

 Voltage  12V
 Battery Chemistry  Lithium Ion
 Battery Capacity  2.0 Ah
 Tool Holder  3/8”/9.5 mm
 Max. Torque  168 Nm
 No Load Speed
  Precision Mode  0–2850 min-1
  Lo Mode  0–1000 min-1
  Hi Mode  0–2850 min-1
 Weight  0.8 kg
 Length x Height  125 x 188 mm

 18V BRUSHLESS ULTRA-COMPACT IMPACT DRIVER

 12V BRUSHLESS COMPACT IMPACT WRENCH 

CORDLESS TOOLS - IM
PACT W

RENCHES

 DCF809L2T

 DCF902D2

 Voltage  18V
 Battery Chemistry  Lithium Ion
 Battery Capacity  4.0 Ah
 Max. Torque  203 Nm
 No Load Speed  0 - 2300 rpm
 Impacts Per Minute  0 - 2700 ipm
 Max. Bolt Diameter  M16
 Tool Holder  1/2” (13 mm)
 Weight  1.62 kg
 Length x Height  147 x 240 mm

 ALSO AVAILABLE AS:

 DCF880NT

 18V 1/2” COMPACT IMPACT WRENCH
 DCF880M2
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 Voltage  18V
 3 Torque Settings  136/407/950 Nm
 Breakaway Torque  1627 Nm
 No Load Speed  0-400/1200/1900 rpm
 Impacts Per Minute  0 - 2400 ipm
 Max. Bolt Diameter  M24
 Tool Holder  3/4” (19 mm)
 Weight  3.26 kg
 Length x Height  224 x 278 mm

 18V 3/4” BRUSHLESS IMPACT DRIVER (HIGH TORQUE) - BARE
CORDLESS TOOLS - IM

PACT W
RENCHES

 DCF897N

 Voltage  18V
 Battery Chemistry  Lithium Ion
 Battery Capacity  5.0 Ah
 Max. Torque  447 Nm
 Breakaway Torque  813Nm
 No Load Speed  0-900/2000 rpm
 Impacts Per Minute  0 - 3100 ipm
 Max. Bolt Diameter  M18
 Tool Holder  1/2” (13 mm)
 Weight  2.12 kg
 Length x Height  175 x 210 mm

 Voltage  18V
 Battery Chemistry  Lithium Ion
 Battery Capacity  5.0 Ah
 Max. Torque  950 Nm
 Breakaway Torque  1625 Nm
 No Load Speed  0-400/1200/1900 rpm
 Impacts Per Minute  0 - 2300 ipm
 Max. Bolt Diameter  M22
 Tool Holder  1/2” (13 mm)
 Weight  3.22 kg
 Length x Height  224 x 278 mm

 ALSO AVAILABLE AS:

 DCF899NT

 18V 1/2” BRUSHLESS IMPACT WRENCH (MID TORQUE)

 18V 1/2” BRUSHLESS IMPACT WRENCH (MID TORQUE)

 DCF894P2

 DCF899P2
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